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BASE TOPOGRAPHY PROVIDED BY OAS, INC. OF SEYMOUR,
INDIANA BASED ON AERIAL SURVEY DATED 3/30/2005. UPDATED
TOPOGRAPHY FOR THE 12TH STREET LANDFILL WAS PROVIDED
BY HOLLAND ENGINEERING, INC. SURVEY DATE:

DECEMBER 6, 2007.

. COORDINATES ARE MICHIGAN STATE PLANE-SOUTH ZONE. THE

VERTICAL DATUM IS NGVD 29.

. PROPERTY BOUNDARY BASED ON LEGAL DESCRIPTION PROVIDED

BY USEPA IN A FAX DATED MARCH 30, 2004. COORDINATES FOR
S 1/4 CORNER AND N 1/4 CORNER OF SECTION 24 AND NORTH
BEARING USED TO PLOT PROPERTY LINE WERE PROVIDED BY
HOLLAND ENGINEERING AND ARE BASED ON MICHIGAN STATE
PLANE - SOUTH ZONE COORDINATES.

. THE APPROXIMATE LIMITS OF RESIDUALS USING VISUAL CRITERIA

WAS DERIVED FROM THE ALLIED PAPER, INC. /PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE REMEDIAL INVESTIGATION,
TECHNICAL MEMORANDUM 8, GERAGHTY AND MILLER, INC.

MAY 31, 1994, AND REVISED BASED ON CONSTRUCTION
OBSERVATIONS IN 2007.
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